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Program Description Program AMCMON Version 1.61

The program AMCMON E x is catching and displaying all data, which is transmitted
via the serial port of the AMC running in converter mode. It shows the inter-
nal values of the AMC-III and can therefore also be used for troubleshooting.

Preparations:

Connect the AMC-III with the AMC-Computer-Special Cable to COM1 or COM2 of the PC
and turn on the AMC main switch.

Start of the Program WITHOUT Datalogging:

AMCMON x
and you will be prompted for the AMC-type

or
AMCMON x yyy, whereas yyy = AMC-Type e.g. 325

X determines the used COM-Port of the PC, that means:
AMCMON E 1 uses COM1
AMCMON E 2 uses COM2

Start of the Program WITH Datalogging:

¢ AMCMON.EXE LOG: XYZ.CSV,
whereas XYZ is any name of the log-file, which shall be saved to disc. The place of
the saving is the same directory as the program is. The command line can be realized
under Windows in such a way, that you create an icon on the desktop. With a right
click at ,,Properties®, then at ,,Program* and ,,Command Line*, you can fill in the
above mentioned extensions after the whole path. With this proceeding, you can easily
open the file with ,,Excel®.

o It will be asked for the type of the AMC after the double click, please fill in the correct
type (e.g. “f” for AMC 320) because of the different possible scalings of the voltage or

the current.

e Then fill in at the top line a number for the intervall time in seconds for the
datalogging and then <Enter>.

e [t can be chosen any value individually, which shall be logged or not:

¢ By means of the arrow keys or the <Tab> key to go to the desired value

e By means of <Enter> to mark the value

e By means of a further <Enter> to remove this value from the data logging list

e By means of <Esc> to start the datalogging
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At the screen appear following values:

Pedal operation Amps

Motor Curent Demand Amps

Motor Current Measured Value Amps

Battery Current Demand Amps

Battery Current Calculated Value (only approximate value) | Amps

Battery Voltage Volts

Temperature Power Stage °C (minimum 40°C)
Rotor Speed (roughly filtered) rpm

Rotor Speed (fine filtered) rpm

Slip Frequency mHz

Slip Frequency Integral value mHz

Max. slip -Integral mHz

Processor Port 2 16-Bit binary value

Kruspan Engineering Werdenstr. 8

CH - 9472 Grabs

Switzerland

Tel. ++41 (0)81 771 71 40

Fax ++41 (0)81 771 71 41

Mobil ++441 (0)78 707 71 40

PC 90-124875-5

MWST Nr. 528 292

info@kruspan.com

www.kruspan.ch




ineering

UKD NMd mdino
OO M mdinQo
Own P WM mdino
Own o NMd ndinQ
O P WM mdino
O H=O NMd mdinQ
— o M ZHMOT [USIS 201D mdino
oMo [euSIS Yo0[) Sk JudLn)) A1apeq mding
aDm (parroAur) 93e)JoA MOT AT mdinpo
Tom (papoaur) a3e)0A YSIH AT nding
¢ m M QOE&.@QOWOM ‘10J o %mﬁom elq HDQH‘BO
A~ m o[SueLL], I0J0]N mndinQ 1o -uj
O + A +OL [01u0) dsmI) ndug
=0 . A -QL [onuo) asmi) ndug
~ O 33O uonersuadoy mduy
m O 9[qQESI( JUdLIND AL mduy

Port 2 of uP (16-Bit binary)

Input or
Output in
relation
to uP
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Port 3 of puP (16-Bit binary)
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Furthermore, there is shown the time since program start. It can be reset manually to 0 by
hitting the <SPACE> key.
The program can be terminated by the key <F10>.
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